FLOOR-MOUNTED
TUBE STAND

The ideal choice for a complete
range of routine radiographic
procedures. The TITAN FMT requires
only a low profile, floor-mounted
rail for support which eliminates the
need for costly structural
modifications .

¢ Cost Effective

* Extensive, Smooth
Longitudinal and
Transverse Travel

« Complete Radiographic
Coverage

* Cost Effective
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The TITAN FMT allows you the flexibility to get exactly what you need in
your private practice facility or outpatient clinic.

The TITAN Family of Digital Radiographic Imaging Systems
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TITAN FLOOR MOUNTED TUBESTAND SPECIFICATIONS

Ceiling Height: Minimum 87 in. (221cm)
Column Height: Minimum 85.38 in. (217cm)
Vertical Travel: 64.5 in. (164cm) total
Floor to Focal Spot:
Transverse Travel: 9in. (23cm)
Tube, Collimator and
Cable Support Capacity: 88 Ibs. (40kg)
Tube Stand Weight: 460 Ibs. (209kg)

Platform Assembly Weight: 125 Ibs. (57kg) net
Column Rotation: 180° where installation permits

Minimum 11.75 in.(30cm), maximum 74.5 in. (190cm)

Tube Rotation: + 180°, detents for lateral dicubitus projections

Base Assembly to Rear Wall: 12 in. (32cm)
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GEMINI FLAT PANEL TECHNOLOGY
Featuring “HDDR”, the Best DQE/MTF
Combination in the Industry!
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Del Medical is an 1ISO13485 & 1SO9001 Certified Facility.

subject to change without notice. UL Classified.
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Complies with CDRH performance standards in effect at time of shipment. Specifications are
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